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GoldFish Swim School
579 granite Street
Braintree, MA 02184

Here is the specification for the flooring, this will be getting issued shortly:

FC-1 (dryside)
-        Grind and prepare floor per manufacturer guidelines for new and old concrete, smooth transitions required
-        Remove all adhesives / floor patching down to concrete slab where existing
-        Patch and repair floor (all holes/divets/nails/gouges,etc) to smooth surface with cementious patch approved by concrete sealer manufacturer
-        Apply (1) coat of solid stain H&C Concrete Stain – Solid Color Water based
-        Apply (2) coats of H&C Concrete sealer – clear matte oil based with 3.6 oz of added sharkgrip per gallon for slip resistance

FC-2 (wetside)
-        Clean and prepare new concrete slab for (1) coat of H&C concrete sealer – clear matte oil based
-        Note:  Do not get any ceiling paint on these slabs as it will not come off
-        Note:  Typically this is all new concrete in these areas


Just a quick note: 

1.      The Seresco unit is provided and paid for by the owner.  Specifications will be forwarded in the coming days.  HVAC contractor will be responsible for unloading / crane / receiving / installing / completing start up checklists / warranty for 1 year / filters / etc.
2.      Ductsox must be purchased through company noted under ductwork – no exceptions

