W-01 ADA. SIGNAGE REGULATIONS

W-01 SIGNAGE QUANTITIES

W-01 SIGNAGE DESIGN ELEMENTS

W-02 SIGN TYPE MO1: MONUMENT IDENTITY 1
W-02 SIGN TYPE M02: MONUMENT IDENTITY 2

W-02 SIGN TYPES MO01, M02, A01: LOGO SIGN DETAIL

W-02 SIGN TYPES M01, M02 SUPPORT DETAILS
W-03 SIGN TYPE A01: GATEWAY IDENTITY
W-03 SIGN TYPE A01: LOGO CABINET DETAILS
W-03 SIGN TYPE A01: STRUCTURAL DETAILS
W-04 SIGN TYPE A02-D: GATEWAY IDENTITY
W-04 SIGN TYPE A02-F: GATEWAY IDENTITY

W-04
W-04
W-05
W-05
W-05
W-05
W-06
W-06
W-06
W-07
W-07
W-07
W-07
W-08
W-08

SIGN TYPE AO02:
SIGN TYPE A11:
SIGN TYPE A13:
SIGN TYPE A14:
SIGN TYPE A15:
SIGN TYPE A16:
SIGN TYPE A16:
SIGN TYPE A16:
SIGN TYPE A16:
SIGN TYPE A20:
SIGN TYPE BO1:
SIGN TYPE B02:
SIGN TYPE BO03:
SIGN TYPE B04:
SIGN TYPE CO1:

STRUCTURAL DETAILS
FIELD IDENTITY PYLON
FIELD IDENTITY PANEL
RESTROOM IDENTITY BLADE
CONCESSIONS BUILDING IDENTITY
TICKE BUILDING IDENTITY
MAINTENANCE BUILDING IDENTITY
WAREHOUSE BUILDING IDENTITY
SECURITY BUILDING IDENTITY
PARKING LOT IDENTITY PANEL
VEHICLE DIRECTION PYLON
VEHICLE DIRECTION PANEL
PEDESTRIAN DIRECTION PYLON
PEDESTRIAN DIRECTION POLE
PEDESTRIAN INFORMATION PYLON

W-09 SIGN TYPE D03: ADAROOM IDENTITY
W-09 SIGN TYPES D05-D06-D07 ADA RESTROOM IDENTITY

W-09 SIGN TYPES D15-D16-D17: TITLE 24 RESTROOM IDENTITY

CONTENTS

78\

W-09
W-10
W-10
W-10
W-11
W-11
W-11
W-12
W-12
W-13
W-13
W-13
W-14
W-14
W-15
W-15
W-15
W-15
W-16
W-16
W-16
W-17
W-17

W-18
W-18
W-18
W-19
W-19
W-19
W-19
W-20

SIGN TYPES E09: SMALL BANNER

SIGN TYPE A11
SIGN TYPE A13 W-41 SIGN LOCATION
SIGN TYPE A20 W-42 SIGN LOCATION
SIGN TYPE BO1 W-43 SIGN LOCATION
SIGN TYPE B02 W-44  SIGN LOCATION
SIGN TYPE B03 W-45 SIGN LOCATION
SIGN TYPE B04 W-46 SIGN LOCATION
SIGN TYPE CO01 W-47 SIGN LOCATION

SIGN TYPE D20: PARKING REGULATIONS PYLON
SIGN TYPE D21: ACCESSIBLE PARKING IDENTITY
SIGN TYPE D22: VAN ACCESSIBLE PARKING IDENTITY
SIGN TYPE D23: ELECTRIC VEHICLE PARKING IDENTITY  W-21
SIGN TYPE EO1: LARGE BANNER
SIGN TYPE E04: COLUMN
SIGN TYPE E04: COLUMN
SIGN TYPE EO03-W: WHISTLE SCULPTURE
SIGN TYPE EO03-W: STRUCTURAL DETAILS
SIGN TYPE E03-B: BASEBALL SCULPTURE
SIGN TYPE E03-B: STRUCTURAL DETAILS
SIGN TYPE E03-B: SCULPTURE DETAILS

W-20 MESSAGE LAYOUTS: SIGN TYPE EO04
W-20 MESSAGE LAYOUTS: SIGN TYPE EO05
W-20 MESSAGE LAYOUTS: SIGN TYPE EO06
MESSAGE LAYOUTS: SIGN TYPE EO7
W-21 MESSAGE LAYOQUTS: SIGN TYPE EO08
W-22 SIGN LOCATION PLAN
W-23 SIGN LOCATION PLAN:
W-24 SIGN LOCATION PLAN:
W-25 SIGN LOCATION PLAN:
W-26 SIGN LOCATION PLAN:
W-27 SIGN LOCATION PLAN:

SIGN TYPE E03-S: SOCCER SCULPTURE W-28 SIGN LOCATION
SIGN TYPE E03-S: STRUCTURAL DETAILS W-29 SIGN LOCATION
SIGN TYPE E05: GRAPHIC WALL - LONG W-30 SIGN LOCATION
SIGN TYPE E06: GRAPHIC WALL - SHORT W-31 SIGN LOCATION
SIGN TYPE EO7: DISPLAY WALL - LONG W-32 SIGN LOCATION
SIGN TYPE EO7: STRUCTURAL DETAILS W-33 SIGN LOCATION
SIGN TYPE EO08: DISPLAY WALL - SHORT W-34 SIGN LOCATION
SIGN TYPES E08: STRUCTURAL DETAILS W-35 SIGN LOCATION

W-36 SIGN LOCATION
SIGN TYPE E10: PINWHEELS - SMALL W-37 SIGN LOCATION
SIGN TYPE E11: PINWHEELS - LARGE W-38 SIGN LOCATION

W-17 SIGN TYPE E12: ATHLETE CUTOUTS j W-39 SIGN LOCATION

MESSAGE LAYOUTS:
MESSAGE LAYOUTS:
MESSAGE LAYOUTS:
MESSAGE LAYOUTS:
MESSAGE LAYOUTS:
MESSAGE LAYOUTS:
MESSAGE LAYOUTS:
MESSAGE LAYOUTS:

W-40 SIGN LOCATION

: SITE

SITE - BANNERS
SECTOR 1
SECTOR 2
SECTOR 3
SECTOR 4
PLAN: SECTOR 5
PLAN: SECTOR 6
PLAN: SECTOR 7
PLAN: SECTOR 8
PLAN: SECTOR 9
PLAN: SECTOR 10
PLAN: SECTOR 11
PLAN: SECTOR 12
PLAN: SECTOR 13
PLAN: SECTOR 14
PLAN: SECTOR 15
PLAN: SECTOR 16
PLAN: SECTOR 17
PLAN: SECTOR 18
PLAN: SECTOR 19
PLAN: SECTOR 20
PLAN: SECTOR 21
PLAN: SECTOR 22
PLAN: SECTOR 23
PLAN: SECTOR 24

SIGNAGE QUANTITIES

ADA MOUNTING HEIGHT GUIDELINES

Example 1: ADA Mounting Heights

VISUAL DIRECTION AND INFORMATION MESSAGES

3" MIN. CAP HT.

10'-0" (120")

OVERHEAD SIGN

2" MIN. CAP HT.

510" (70")

34" (40")

(,06) .9-.. AYVANVLS VS LN

Example 3: ADA Protruding Conditions

MT. SAC STANDARD 7'-6" (90")

WALL

OVERHEAD SIGN

OBJECTS WITH LEADING
EDGES WITHIN AREA MAY
PROTRUDE 4" MAX. INTO
CIRCULATION PATH,;

4 1/2" MAX. FOR HANDRAILS

ADA MINIMUM 6'-8" (80")

2'-3" (27")

OBJECTS WITH LEADING
EDGES WITHIN AREA MAY
PROTRUDE ANY AMOUNT

AREA OF CANE DETECTION

Example 2: ADA Mounting Heights
TACTILE IDENTIFICATION MESSAGES

5'-0" (60") AFF

RAISED COPY AND BRAILLE TO BE
LOCATED MIN. 48" TO MAX. 60" AFF

ADA. SIGNAGE REGULATIONS

6'-8" (80") 1

23" 27— r

Example 4: ADA Protruding Conditions

| WHEREVER SIGNS MOUNTED
Z1") ONPOSTS OR PYLONS PROTRUDE

-’ FROM THE POSTS OR PYLONS
AND THE BOTTOM EDGE OF THE
SIGNS FIT IN THIS AREA, THE
EDGE OF SUCH SIGNS SHALL
BE ROUNDED OR EASED AND
THE CORNERS SHALL HAVE A
MIN. RADIUS OF 0.125" (1/8")

BLADE
SIGN

TIVM

LOGOS

ONTARID SPORTS

EMPIRE

sOUTHERN CALIFORN|o

\%*

ONTARID SPORTS

&

TYPOGRAPHY

AMERICAN CAPTAIN (not ADA/CA compliant for directional/information text)

ABCODEFGHIJKLMNOPORSTUVWXY1
0123456789

SAIRA SEMICONDENSED MEDIUM (ADA/CA tactile & visual compliant for directional/information text)

ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijkimnopgrstuvwxyz

0123456789

SAIRA SEMICONDENSED SEMIBOLD (ADA/CA visual compliant for directional/information text)

ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijkimnopgrstuvwxyz

0123456789

SIGNAGE DESIGN ELEMENTS

MATERIALS

@

ALUMINUM

CMU WAINSCOT
“HARVEST”
Angelus Blcok

A1

TRANSPARENT
CLEARACRYLIC

COLORS

@

TRANSLUCENT
VINYL

STEEL

MATTHEWS PAINT OR EQUAL

@

MP-32156
“Black Magic”

.

MP-27386
“Verizon White”

1C

@

OSE LOGO MAROON OSE LOGO GOLD

MP16043 “Lucky
Red”

(CMYK:20c/100m/

100y/13k)

1C

OSE LOGO RED
MP15026
“Firebreathing Red”
(CMYK:0c/100m
/100y/0k)

1C

ADA BLUE

(CMYK:100c/75m/

0y/Ok)

@

EV GREEN
MP1538

“Green Hornet”
(CMYK:68c/24m/
82y/7k)

1C

BASEBALL ORANGE
MP170 “Moline

Orange”
(CMYK:8c/70m/
91y/0k)

@

Pumpernickle
MP06179
LRV11.5

@

LACROSSE
MAGENTA
MP01090

“Rhodamine Red C”

(CMYK:0c/68m/
0y/0/k)

@

Bright Silver Metallic

MP18094

a@

FOOTBALL CYAN

MP09133

“Process Cyan U”
(CMYK:82c/36m/

3y/0k)

@

Sterling Silver
MP18071
LRV60.8

MP08046 “Yellow Titan”

(CMYK:5¢/34m/
100y/0k)

1C

SOCCER GREEN
MP483 “Limonlima”
(CMYK:52c/6m/
98y/k)

Greyshank
MP13914

@

Garbo Silver
MP02650
LRV66.5

SIGN GRAPHICS

ACCESSIBLE
@

&

MEN’S
RESTROOM

O

PARKING

&

BASEBALL/
SOFTBALL

%

LACROSSE

WALK

[ ] ®| O®
WOMEN’S ALL GENDER
RESTROOM RESTROOM

i

ELECTRIC VEHICLE PLAYPARK
PARKING

@ &

SOCCER FOOTBALL

O

LACROSSE
BALL
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SIDE ELEVATION

1 FRONT ELEVATION
scale: 3/16" = 1'-0"
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SIGN TYPE MO01: MONUMENT IDENTITY 1

scale: 3/16" = 1'-0"

(ONTARID SPORTS

CONTEXT ELEVATION

EMpPIRE

SOUTHERN CALIFORN|A

NOTES - SIGN TYPE MO01

1.

DIGITAL DISPLAY: Full color exterior grade digital LED
modules; minimum 2.9mm pitch RGB display with video
motion capability; remote connectivity via fiber-optic
cable or wireless WiFi connection.

FABRICATED CABINET: Fabricated aluminum cabinet
with internal structural framing per engineering and
internal mounts for digital modules; provide maintenance
access and ventilation per manufacturer’s specifications;
paint with UV inhibitor.

LOGO CABINET: Fabricated painted aluminum cabinet
with face illumination; cut out openings for push thru and
backed up translucent white acrylic with surface applied
translucent vinyl.

CMU & CONCRETE BASE: CMU base finish with
concrete infill as required per engineering; CMU type as
approved per RJM. Poured and finished concrete pad
extended minimum 6" around base of sign at ground
level for mowing strip.

INSTALLATION: Steel post(s) per engineering
calculations embedded into reinforced concrete footing
and structural attachment per engineering.

POWER/DATA: Sign contractor to coordinate electrical
conduit and power access with general contractor;
components’ requirements per manufacturer's
specifications; provide remote on/off controls.

GENERAL NOTES
A. MEASUREMENTS & LOCATIONS: Sign Contractor to

field verify all measurements and conditions, and
determine final sign locations with owner and RJM prior
to creating shop drawings and/or digging the footing.

DESIGN INTENT: Drawings display design intent. Sign
Contractor to verify efficacy of fabrication and installation
methods proposed with designer prior to creating shop
drawings.

©,

scale: 1/8"=1'-0"

74"

LED display cabinet

+/_ 6"

Mpint

*

=] [~]

Aluminum angle supports

—]

@ LOGO CABINET DETAIL
scale: 3/8" =1'-0"

SIGN TYPES M01, M02, A01: LOGO SIGN DETAIL

®

SECTION B - THRU ILLUMINATED CABINET

scale: 11/2"=1"-0"

NOTES - SIGN TYPE MO01

1.

FABRICATED CABINET: Fabricated internally illuminated
aluminum sign cabinet.

. CABINET RETAINER: Aluminum angle retainer

mechanically secured.

SIGN FACE: Minimum 1/8" thick aluminum face with cut
out opening for push thru and backed up translucent
shapes; painted.

PUSH THRU GRAPHIC: 1/2" thick clear acrylic with
frosted face and laminated translucent white acrylic at the
back; apply translucent colored vinyl to face.

BACKED UP GRAPHIC: 3/16" thick white translucent
acrylic with surface applied translucent vinyl.

ILLUMINATION: Fabricated LED display; 6500K white.

ATTACHMENT: Mechanical fasteners to internal structure.

POWER: Sign contractor to coordinate electrical conduit
and power access with general contractor; components’
requirements per manufacturer's specifications; provide
remote on/off controls.

GENERAL NOTES
A. MEASUREMENTS & LOCATIONS: Sign Contractor to

field verify all measurements and conditions, and
determine final sign locations with owner and RJM prior to
creating shop drawings and/or digging the footing.

. DESIGN INTENT: Drawings display design intent. Sign

Contractor to verify efficacy of fabrication and installation
methods proposed with designer prior to creating shop
drawings.

@ PLAN VIEW
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SIGN TYPE M02: MONUMENT IDENTITY 2

CONTEXT ELEVATION
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NOTES - SIGN TYPE M02

1. DIGITAL DISPLAY: Full color exterior grade digital LED
modules; minimum 2.9mm pitch RGB display with video

motion capability; remote connectivity via fiber-optic
cable or wireless WiFi connection.

2. FABRICATED CABINET: Fabricated aluminum cabinet
with internal structural framing per engineering and

internal mounts for digital modules; provide maintenance
access and ventilation per manufacturer’s specifications;
paint with UV inhibitor.

LOGO CABINET: Fabricated painted aluminum cabinet
with face illumination; cut out openings for push thru and
backed up translucent white acrylic with surface applied
translucent vinyl.

CMU & CONCRETE BASE: CMU base finish with
concrete infill as required per engineering; CMU type as
approved per RJM. Poured and finished concrete pad
extended minimum 6" around base of sign at ground
level for mowing strip.

INSTALLATION: Cabinet structural components per
engineering calculations with secure attachment to
reinforced concrete footing.

POWER/DATA: Sign contractor to coordinate electrical
conduit and power access with general contractor;
components’ requirements per manufacturer's
specifications; provide remote on/off controls.

GENERAL NOTES
A. MEASUREMENTS & LOCATIONS: Sign Contractor to

field verify all measurements and conditions, and
determine final sign locations with owner and RJM prior
to creating shop drawings and/or digging the footing.

DESIGN INTENT: Drawings display design intent. Sign
Contractor to verify efficacy of fabrication and installation
methods proposed with designer prior to creating shop
drawings.

Aluminum face cladding

LED display

[ 4

Logo cabinet —————

Concrete base with CMU
cladding

Electrical and data cables

4" aluminum square tube for
structural framing

1/8” thick aluminum removeable
access back panel

6" steel square tube post embeded
into concrete footing

= 3” aluminum square tube frame support
] for reveal

4" aluminum square tube for

structural framing

NOTES - SIGN TYPES M01, M02

GENERAL NOTES

A. MEASUREMENTS & LOCATIONS: Sign Contractor to
field verify all measurements and conditions, and

determine final sign locations with owner and RJM prior to

creating shop drawings and/or digging the footing.
B. DESIGN INTENT: Drawings display design intent. Sign

Contractor to verify efficacy of fabrication and installation

methods proposed with designer prior to creating shop
drawings.

6" steel square tube post

embeded into concrete footing

3" aluminum square
tube saddle frame

Y
0 74
1 0
f 0
Y (7

?
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pamay

Steel post to be bolted
to saddle frame

O SECTION B - THRU DIGITAL DISPLAY BASE

scale: 1"=1'-0"

SIGN TYPES M01, M02 SUPPORT DETAILS

scale: 1" =1'-0"

O SECTION C - THRU DIGITAL DISPLAY BASE
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DESIGN
GROUP
40" GENERAL NOTES NOTES — SIGN TYPE A01 T NOTES - SIGN TYPE A01 31591 Camino Capistrano
. San Juan Capistrano, CA 92675
2.0 A MEASUREMENTS & 1. CQLUMN CMQ & CONCRETE BASE: .CMU. base finish www.RJMdesigngroup.com
"_" LOCATIONS: Sign with concrete infill as required per engineering; CMU 90" GENERAL NOTES [049] 493-2690 fax RECEIVED
Contractor to field verif - -
c 3 e type as approved per RIM. A. MEASUREMENTS & LOCATIONS: Sign Contractor to [949] 493-2600 phone 4/2/2025
— B 2 <—m@ conditions. and 2. TRELLIS ARCH: Steel structure with paint finish; paint field verify all measurements and conditions, and TILDEN-COIL
5|5 D 4 determine final sign with matte UV inhibitor & anti-graffiti clear coat. / 1" dia aluminum tube decorative detetrminehﬁnagsigq Iocatio(?/s w(ijt‘h qwn?r: a?d I?JM prior to
= | ¢ . ; M creating shop drawings and/or digging the footing. :
[t - — I ocallons with quner 3. TRELLIS POST: Steel structure embeded into concrete Iuriated cabinet N support 9 shop crawing 9gmng o CONSULTANT
\ an prior to column. B. DESIGN INTENT: Drawings display design intent. Sign
A \ E 2 1 creating shop drawings 4. LOGO CABINET: Fabricated aluni binet with Contractor to verify efficacy of fabrication and installation
7 and/or digging the : - rabricated aluminum cabinet wi " i methods proposed with designer prior to creating sho
footing. internal LED illumination through face; paint with matte 3" dia rolled aluminum tube drawingsp P anere g sho
O PLAN VIEW B DESIGN INTENT UV inhibitor & anti-graffiti clear coat. Routed face with gateway sign '
- T : ) i : backed-up and push-thru translucent acrylic graphics || - Indicates dome light fixture
scale: 3/16"=1-0 graf"”ngstd'ipgy with colored vinyl. See detail drawing provided. \ Sel b_ert
esign intent. Sign
efficacy of fabrication paint finish and surface print graphic; edges to be eased; -
and installation paint with matte UV inhibitor & anti-graffiti clear coat.. L DGSlg n =
methods proposed with | g pPROJECT LOGO: 3/8" thick flat cut aluminum shape with
designer priorto surface applied digital print; provide anti-graffiti clear
£ 482112 creating shop drawings. coat. Decorative supports
7. TRELLIS LIGHT FIXTURE: Dome type light fixture 4" aluminum square tube . .
100 | | | overhead columns SELBERT PERKINS
< > 8. ACCENT UPLIGHT: Uplight embedded into top of pilaster 432 Culver Blvd.
Q" ¥ ith I lens; light shi f trelli % . P
| 10-0 | .ﬁ‘ with translucent lens; light shines up center of trellis Playa Del Rev, CA 90293
- > post/cage. ) J
‘ 0 ‘ 9. POWER: Sign contractor to coordinate electrical conduit _
and power access with general contractor; components’ LED Up-light embedded
‘_E@ requirements per manufacturer's specifications; provide into pilaster
remote on/off controls. methods proposed with designer q
— prior to creating shop drawings. e —
v ' —] Concrete pour in place cap 4’|—</' e \1 .
'm ‘ ) SOUTHERN CALIFORNIA — with smooth finish B . R | 30
—_— - ’.‘ o ° " "
A = — ] I 3 4
\/ ‘N N/ ° "_"
KL v X B ] |
& >Av< ;vj CMU wall with custom finish ———F. -] ] T J— o o
~ — =
W W e e Overhead column support
A Pty al o
N N — —
Images for reference only - do not reproduce L. .
X X : y-donotrep | [
t 7 5 L 5|
T & L e — Indicates concrete pad
L e L & footing below
g — N —— 36" square x 1/2" thick aluminum plate -
=) o . — welded to overhead columns and bolted ' Q
> o L ° to concrete footing. © © Mounting bolts < -
- _ — 0
ol — % . Z ig)
& . m <
v ;;—t_ | - : » Q % Q - : - m Cd 5
Side A Side 1 \s_power Fence Side Side C Side 3 ] O -
REQUIRED \_ ' . :‘
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NOTES - SIGN TYPE A01 -
1. FABRICATED CABINET: Fabricated internally iluminated E
aluminum sign cabinet painted black. =
2. CABINET RETAINER: Aluminum angle retainer =
mechanically secured. L
T
3. SIGN FACE: Minimum 1/8" thick aluminum face with cut =
out opening for push thru and backed up translucent =
shapes; painted. ;
4. PUSH THRU GRAPHIC: 1/2" thick clear acrylic with %
frosted face and laminated translucent white acrylic at the =
back; apply translucent colored vinyl to face. A
L
5. BACKED UP GRAPHIC: 3/16" thick white translucent o
acrylic with surface applied translucent vinyl. :
6. ILLUMINATION: LED light modules equally spaced to =
provide even illumination & avoid any hot-spots; provide o
6500K white modules. @)
@ F 7. ATTACHMENT: Mechanical fasteners to internal structure; ﬁ
1 painted to match trellis structure. 2
8. POWER: Sign contractor to coordinate electrical conduit E
@ and power access with general contractor; components’ )
requirements per manufacturer's specifications; provide E
O LOGO CABINET MOUNTING CLIPS LOCATION DETAIL remote on/off controls. REVISIONS DATE %)
scale: 3/8"=1'-0 o I
Izl H &),) (\K— GENERAL NOTES ST SUBMITTAL UZ2/05/20) 0
vl < i A. MEASUREMENTS & LOCATIONS: Sign Contractor to ELEC BID 02/17/25|
fld veryall masurmerts and condtors, an  THIS SPACE INTENTIONALLY BLANK - pp— 5
: |—' determine final sign locations with owner and RJM prior to ELE . [\"[* : o
100" creating shop drawings and/or digging the footing. N o l
| | e B. DESIGN INTENT: Drawings display design intent. Sign FLEC ADD 2 =
ﬁ Contractor to verify efficacy of fabrication and installation o %
Q) methods proposed with designer prior to creating shop ADD 5 —
R 7 drawings. -
|
o
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Athlete - sidesAand C

Athlete - side 3

g

Athlete - side 1 AJ \zf POWER

REQUIRED

1 FRONT ELEVATION
scale: 3/16" = 1'-0"

Fence Side

SIDE ELEVATION

NOTES - SIGN TYPE A02

1. COLUMN CMU & CONCRETE BASE: CMU base finish
with concrete infill as required per engineering; CMU
type as approved per RUIM.

2. TRELLIS ARCH: Steel structure with paint finish; paint
with matte UV inhibitor & anti-graffiti clear coat.

3. TRELLIS POST: Steel structure embeded into concrete
column; painted.

4. ILLUMINATED CHARACTERS: Fabricated aluminum
channel letters with internal LED illumination. Face to be
3/16" thick white translucent polycarbonate face with
surface applied translucent vinyl. Mount letters to
fabricated raceway.

5. RACEWAY: Fabricated aluminum raceway; painted to
match trellis structure for concealment.

6. ATHLETE IMAGE: 3/8" thick flat cut aluminum shape with
paint finish and surface print graphic; edges to be
eased; paint with matte UV inhibitor & anti-graffiti clear
coat.

7. TRELLIS LIGHT FIXTURE: Dome type LED light fixture.

8. ACCENT UPLIGHT: Uplight embedded LED fixture into
top of pilaster with translucent lens; light shines up
center of trellis post/cage.

9. POWER: Sign contractor to coordinate electrical conduit
and power access with general contractor; components’
requirements per manufacturer's specifications; provide
remote on/off controls.

GENERAL NOTES

A. MEASUREMENTS & LOCATIONS: Sign Contractor to
field verify all measurements and conditions, and
determine final sign locations with owner and RJM prior
to creating shop drawings and/or digging the footing.

B. DESIGN INTENT: Drawings display design intent. Sign
Contractor to verify efficacy of fabrication and installation
methods proposed with designer prior to creating shop
drawings.methods proposed with designer prior to
creating shop drawings.
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NOTES - SIGN TYPE A02

GENERAL NOTES
A

MEASUREMENTS & LOCATIONS: Sign Contractor to
field verify all measurements and conditions, and
determine final sign locations with owner and RJM prior
to creating shop drawings and/or digging the footing.

DESIGN INTENT: Drawings display design intent. Sign
Contractor to verify efficacy of fabrication and installation
methods proposed with designer prior to creating shop
drawings.methods proposed with designer prior to
creating shop drawings.

—— 36" square x 1/2" thick aluminum plate
welded to overhead columns and bolted
to concrete footing.

. . .
A Power supply to sign location
SECTION A THRU LETTER O SECTION B - THRU PILASTER PPyTosi
scale:1 1/2" = 1'-0" scale: 3/8" =1'-0"
NOTES — SIGN TYPE A02 NOTES - SIGN TYPE A11
4-0" ] 1. SIGN CABINET: Fabricated cabinet of 1/8" thick
e 1. CQLUMN CMQ & CONCRETE BASE: .CMUI base finish o . . aluminum; provide internal framework per structural
- with concrete infill as required per engineering; CMU 4"x2"x 1/4 alumlnum channel engineer; paint with matte UV inhibitor & anti-graffiti
* > ; type as approved per RIM. for structural framing Aluminum cladding clear coat.
C {
2. TRELLIS ARCH: Steel structure with paint finish; paint > 2. MESSAGE COPY & GRAPHICS: Direct screen print
R with matte UV inhibitor & anti-graffiti clear coat. graphics to first surface of painted aluminum sign
S 2 ) B 6" 3. TRELLIS POST: Steel structure embeded into concrete cabinet. See message layouts provided.
B D column; painted. _ 3. ATTACHMENT: Internal metal tube/pole with base plate
e . 3" aluminum square tube —— attaches to above grade raised level concrete base;
A 1 4 II;;gm:ﬁl&g:ﬂﬁﬁg;iﬁég?ﬁ’:ﬁ?r:z(tji:;uE;r;l;r?o be embedded into concrete footing structural cabinet attachment fasteners per engineering.
' as per engineering calculations
PLAN VIEW 3/16" thick white translucent polycarbonate face with ¢ ‘
surface applied translucent vinyl. Mount letters to
@ YT fabricatedpfaceway Y PLAN VIEW 5 ) SECTION A 6 ) CONTEXT ELEVATION GENERAL NOTES
. . . o Z scale: 1/2" = 1' -0" scale: 1 1/2"=1'-0" scale: 1/4"=1'-0" A. MEASUREMENTS & LOCATIONS: Sign Contractor to
5. RACEWAY: Fabricated aluminum raceway; painted to field verify all measurements and conditions, and
match trellis structure for concealment. determine final sign locations with owner and RJM prior
6. ATHLETE IMAGE: 3/8" thick flat cut aluminum shape with to creafing shop drawings andor digging the footing.
paint finish and surface print graphic; edges to be B. DESIGN INTENT: Drawings display design intent. Sign
eased; paint with matte UV inhibitor & anti-graffiti clear Contractor to verify efficacy of fabrication and installation
1+ 482 12" coat. methods proposed with designer prior to creating shop
= 7. TRELLIS LIGHT FIXTURE: Dome type LED light fixture. dra"‘;'.”gs"r?eth:ds proposed with designer prior to
| 400" | . . Secure cabinet to posts creating shop drawings.
- " 8. ACCENT UPLIGHT: Uplight embedded LED fixture into with tamper proof screws MESSAGE LAYOUTS: See sheet W-17
| 291" | top of pilaster with translucent lens; light shines up 26" at top fo sign. Paint screw
B > center of trellis post/cage. ‘ ‘ head to match
6" 9. POWER: Sign contractor to coordinate electrical conduit adjacent surface. — | —
@ H and power access with general contractor; components’ : "
0OC requirements per manufacturer's specifications; provide © ©
. s remote on/off controls. ]
2'-6" Cap. Ht. 5] w
2.6 12" m3YC3 - A Aluminum square tube
v v v v v v 2 G = GENERAL NOTES R = embedded into concrete
- — o) =
- £ A A A A A X 4" A. MEASUREMENTS & LOCATIONS: Sign Contractor to - o base.
[ — ' v — KN Font: Saira
_v " ‘ A Av — — field verify all measurements and conditions, and Font: Saira T Sem.icondensed
} 4 k — ‘ }4 }4 determine final sign locations with owner and RJM prior - Semicondensed Semibold
¢ — # : to creating shop drawings and/or digging the footing. Semibold % I
=N M M M B. DESIGN INTENT: Drawings display design intent. Sign
] ] N\ 7 N Contractor to verify efficacy of fabrication and installation © ©
’A‘ 'A A methods proposed with designer prior to creating shop ~ ™~ 1
V ﬂ V \/ ‘—EM drawings.methods proposed with designer prior to
M m M creating shop drawings.
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NOTES - SIGN TYPE A13

1. SIGN PANEL: Minimum 1/8” thick flat cut aluminum panel with
welded Signfix medium aluminum channel extrusion; paint with
matte UV inhibitor & anti-graffiti clear coat.

2. MESSAGE COPY & GRAPHICS: Direct screen print graphics
to first surface of painted aluminum sign panel. See message
layouts provided.

3. SIGN PANEL SUPPORT: Signfix universal medium aluminum
channel extrusion.

4. MOUNTING: Metal channel clamp with 3/4" stainless steel
strapping with clamps.

5. STAGE CANOPY POST: Existing stage canopy post.

GENERAL NOTES

A. MEASUREMENTS & LOCATIONS: Sign Contractor to field
verify all measurements and conditions, and determine final
sign locations with owner and RJM prior to creating shop
drawings and/or digging the footing.

B. DESIGN INTENT: Drawings display design intent. Sign
Contractor to verify efficacy of fabrication and installation
methods proposed with designer prior to creating shop
drawings.methods proposed with designer prior to creating
shop drawings.

MESSAGE LAYOUTS: See sheet W-17
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NOTES - SIGN TYPE A15

1. SIGN MESSAGE: 3/8" thick flat cut aluminum letters
with paint finish on face and accent color on returns;
paint with matte UV inhibitor & anti-graffiti clear coat.

2. ATTACHMENT: Flush mount to wall with aluminum
all-thread studs drilled & tapped into the rear of each
letterform (minimum of 2 studs per form); Fabricator to
predrill hole locations with a mask; fill each penetration
with clear silicone and provide VHB tape and clear
silicone at the back of each letterform before inserting
studs into the wall. Wipe away any excess silicone

immediately after installation. Fabricator to confirm final

location with Architect/Owner.

GENERAL NOTES

A. MEASUREMENTS & LOCATIONS: Sign Contractor to
field verify all measurements and conditions, and

determine final sign locations with owner and RJM prior

to creating shop drawings and/or digging the footing.
B. DESIGN INTENT: Drawings display design intent. Sign

Contractor to verify efficacy of fabrication and installation

methods proposed with designer prior to creating shop
drawings.methods proposed with designer prior to
creating shop drawings.
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1 FRONT ELEVATION
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SIGN TYPE A15: CONCESSIONS BUILDING IDENTITY
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4 TOP VIEW
scale: 3" -1'-0"

1" 1/2" 1||

NOTES - SIGN TYPE A14

1. FACE PANEL: 1/2" thick acrylic with paint finish
sandwiched between 2 aluminum angles with
mechanical fasteners. Face panel returns to have
accent paint color; paint with matte UV inhibitor &
anti-graffiti clear coat.

2. SYMBOLS: Direct screen print graphics to painted sign
surface.

3. MOUNTING BRACKET: 1" x 1" aluminum angle with
paint finish.

4. ATTACHMENT: Mechanically fastened to wall.

GENERAL NOTES

A. MEASUREMENTS & LOCATIONS: Sign Contractor to
field verify all measurements and conditions, and
determine final sign locations with owner and RJM prior
to creating shop drawings and/or digging the footing.

B. DESIGN INTENT: Drawings display design intent. Sign
Contractor to verify efficacy of fabrication and installation
methods proposed with designer prior to creating shop
drawings.methods proposed with designer prior to
creating shop drawings.
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NOTES - SIGN TYPE A15

1. SIGN MESSAGE: 3/8" thick flat cut aluminum letters
with paint finish on face and accent color on returns;
paint with matte UV inhibitor & anti-graffiti clear coat.

2. ATTACHMENT: Flush mount to wall with aluminum
all-thread studs drilled & tapped into the rear of each
letterform (minimum of 2 studs per form); Fabricator to
predrill hole locations with a mask; fill each penetration
with clear silicone and provide VHB tape and clear
silicone at the back of each letterform before inserting
studs into the wall. Wipe away any excess silicone

immediately after installation. Fabricator to confirm final

location with Architect/Owner.

GENERAL NOTES

A. MEASUREMENTS & LOCATIONS: Sign Contractor to
field verify all measurements and conditions, and

determine final sign locations with owner and RJM prior

to creating shop drawings and/or digging the footing.
B. DESIGN INTENT: Drawings display design intent. Sign

Contractor to verify efficacy of fabrication and installation

methods proposed with designer prior to creating shop
drawings.methods proposed with designer prior to
creating shop drawings.
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NOTES - SIGN TYPE A16

1,

SIGN MESSAGE: 3/8" thick flat cut aluminum letters
with paint finish on face and accent color on returns;
paint with matte UV inhibitor & anti-graffiti clear coat.

ATTACHMENT: Flush mount to wall with aluminum
all-thread studs drilled & tapped into the rear of each
letterform (minimum of 2 studs per form); Fabricator to
predrill hole locations with a mask; fill each penetration
with clear silicone and provide VHB tape and clear
silicone at the back of each letterform before inserting
studs into the wall. Wipe away any excess silicone
immediately after installation. Fabricator to confirm final
location with Architect/Owner.

GENERAL NOTES
A. MEASUREMENTS & LOCATIONS: Sign Contractor to

field verify all measurements and conditions, and
determine final sign locations with owner and RJM prior
to creating shop drawings and/or digging the footing.

DESIGN INTENT: Drawings display design intent. Sign
Contractor to verify efficacy of fabrication and installation
methods proposed with designer prior to creating shop
drawings.methods proposed with designer prior to
creating shop drawings.
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1 FRONT ELEVATION
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SIGN TYPE A16: SECURITY BUILDING IDENTITY

3/8"

SIDE SECTION

scale: Full Size

NOTES - SIGN TYPE A16

1,

2.

SIGN MESSAGE: 3/8" thick flat cut aluminum letters
with paint finish on face and accent color on returns;
paint with matte UV inhibitor & anti-graffiti clear coat.

ATTACHMENT: Flush mount to wall with aluminum
all-thread studs drilled & tapped into the rear of each
letterform (minimum of 2 studs per form); Fabricator to
predrill hole locations with a mask; fill each penetration
with clear silicone and provide VHB tape and clear
silicone at the back of each letterform before inserting
studs into the wall. Wipe away any excess silicone
immediately after installation. Fabricator to confirm final
location with Architect/Owner.

GENERAL NOTES
A. MEASUREMENTS & LOCATIONS: Sign Contractor to

field verify all measurements and conditions, and
determine final sign locations with owner and RJM prior
to creating shop drawings and/or digging the footing.

DESIGN INTENT: Drawings display design intent. Sign
Contractor to verify efficacy of fabrication and installation
methods proposed with designer prior to creating shop
drawings.methods proposed with designer prior to
creating shop drawings.
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2 CONTEXT ELEVATION
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0

SIDE ELEVATION

3/8"

scale: Full Size

4 SIDE SECTION
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NOTES - SIGN TYPE A16

1.

SIGN MESSAGE: 3/8" thick flat cut aluminum letters
with paint finish on face and accent color on returns;
paint with matte UV inhibitor & anti-graffiti clear coat.

ATTACHMENT: Flush mount to wall with aluminum
all-thread studs drilled & tapped into the rear of each
letterform (minimum of 2 studs per form); Fabricator to
predrill hole locations with a mask; fill each penetration
with clear silicone and provide VHB tape and clear
silicone at the back of each letterform before inserting
studs into the wall. Wipe away any excess silicone
immediately after installation. Fabricator to confirm final
location with Architect/Owner.

GENERAL NOTES

A

MEASUREMENTS & LOCATIONS: Sign Contractor to
field verify all measurements and conditions, and
determine final sign locations with owner and RJM prior
to creating shop drawings and/or digging the footing.

DESIGN INTENT: Drawings display design intent. Sign
Contractor to verify efficacy of fabrication and installation
methods proposed with designer prior to creating shop
drawings.methods proposed with designer prior to
creating shop drawings.
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SIGN TYPE A20: PARKING LOT IDENTITY PANEL
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NOTES - SIGN TYPE A20

1.

SIGN PANEL: .1/8” thick flat cut aluminum panel with
welded Signfix medium aluminum channel extrusion;
paint with matte UV inhibitor & anti-graffiti clear coat.

MESSAGE COPY & GRAPHICS: Direct screen print
graphics to first surface of painted aluminum sign
cabinet. See message layouts provided.

SIGN PANEL SUPPORT: Signfix universal medium
aluminum channel extrusion.

MOUNTING: Universal channel clamp part# SX-0220
with 3/4” stainless steel strapping with clamps.

LIGHT POST: Existing light post.

GENERAL NOTES
A. MEASUREMENTS & LOCATIONS: Sign Contractor to

field verify all measurements and conditions, and
determine final sign locations with owner and RJM prior
to creating shop drawings and/or digging the footing.

DESIGN INTENT: Drawings display design intent. Sign
Contractor to verify efficacy of fabrication and installation
methods proposed with designer prior to creating shop
drawings.methods proposed with designer prior to
creating shop drawings.

MESSAGE LAYOUTS: See sheet W-17
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NOTES - SIGN TYPE B02
1.

SIGN PANEL: Minimum 1/8" thick flat cut aluminum
panel; welded Signfix medium aluminum channel
extrusion on back face; paint with UV inhibitor &
anti-graffiti clear coat.

MESSAGE COPY & GRAPHICS: Direct apply reflective
copy to first surface of sign panel; comply with minimum
MUTCD retroreflectivity level requirements; no patches
or overlays.See message layouts provided.

ATTACHMENT: To pole by Universal channel clamp
part# SX-0220 with 3/4" stainless steel straps with
clamps. Provide minimum 3" diameter steel pole with top
cap; pole embeds to below-grade reinforced concrete
footing per engineering and local code requirements.

SIGN POST: 3" square aluminum pole; primed and
painted finish; White. Post and sign post base shall
receive zinc thermal sprayed metalized primer.

SIGN POST BASE: Stainless steel post embedded into
concrete to accept sign post. Isolate dissimilar metals;
provide gasket seal to protect post as required.

SET SCREW: Tamper-proof stainless steel set screws at
bottom of post to secure in place; paint exposed surface
of set screws same as post.

SIGN PANEL MOUNTING: Mounting plate plug welded
to post; reinforce with silicone adhesive. Grinded, filled
and sanded smooth.

FOUNDATION: Provide below-grade reinforced concrete
footing and structural attachment per engineering.
Lengths above and below grade to be determined by
sign contractor for proper fitting and break-away point.

GENERAL NOTES
A. MEASUREMENTS & LOCATIONS: Sign Contractor to

field verify all measurements and conditions, and
determine final sign locations with owner and RJM prior
to creating shop drawings and/or digging the footing.

DESIGN INTENT: Drawings display design intent. Sign
Contractor to verify efficacy of fabrication and installation
methods proposed with designer prior to creating shop
drawings.methods proposed with designer prior to
creating shop drawings.

MESSAGE LAYOUTS: See sheet \W-18

4" x 2" x1/4" aluminum channel
for structural framing

j— Aluminum cladding

3" aluminum square tube ——
embeded into concrete footing
as per engineering calculations
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Secure cabinet to posts
with tamper proof screws
at top fo sign. Paint screw
head to match

adjacent surface.

NOTES - SIGN TYPE B01

1. SIGN CABINET: Fabricated cabinet of 1/8" thick
aluminum; provide internal framework per structural
engineer; paint with matte UV inhibitor & anti-graffiti
clear coat.

2. MESSAGE COPY & GRAPHICS: Direct screen print
graphics to first surface of painted aluminum sign
cabinet. See message layouts provided.

3. ATTACHMENT: Provide below-grade reinforced
concrete footing with above grade raised level base;

structural cabinet attachment per engineering for proper

fitting and break-away point. Extend concrete pad
minimum 2" around base of sign at ground level for
mowing strip as needed.

GENERAL NOTES

A. MEASUREMENTS & LOCATIONS: Sign Contractor to
field verify all measurements and conditions, and

determine final sign locations with owner and RJM prior

to creating shop drawings and/or digging the footing.
B. DESIGN INTENT: Drawings display design intent. Sign

Contractor to verify efficacy of fabrication and installation

methods proposed with designer prior to creating shop
drawings.methods proposed with designer prior to
creating shop drawings.

MESSAGE LAYOUTS: See sheet W-18

Aluminum square tube
embeded into concrete base.
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MESSAGE LAYOUTS: See

Secure cabinet to posts
with tamper proof screws
at top fo sign. Paint screw

head to match
adjacent surface.
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NOTES - SIGN TYPE B03
1.

SIGN CABINET: Fabricated cabinet of 1/8" thick aluminum:;
provide internal framework per structural engineer; paint with
matte UV inhibitor & anti-graffiti clear coat.

MESSAGE COPY & GRAPHICS: Direct screen print graphics
to first surface of painted aluminum sign cabinet. See
message layouts provided.

ATTACHMENT: Provide below-grade reinforced concrete
footing with above grade raised level base; structural cabinet
attachment per engineering for proper fitting and break-away
point. Extend concrete pad minimum 2" around base of sign at
ground level for mowing strip as needed.

GENERAL NOTES
A. MEASUREMENTS & LOCATIONS: Sign Contractor to field

verify all measurements and conditions, and determine final
sign locations with owner and RJM prior to creating shop
drawings and/or digging the footing.

. DESIGN INTENT: Drawings display design intent. Sign

Contractor to verify efficacy of fabrication and installation
methods proposed with designer prior to creating shop
drawings.methods proposed with designer prior to creating
shop drawings.

Aluminum square tube
embeded into concrete base.
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